REQ. NO. _566_
IACC REQUIREMENT DOCUMENT

SUBJECT: Q Route MEAs

BACKGROUND:  At the Aeronautical Charting Forum, AFS-410 indicated that DME/DME/IRU RNAV, in addition to GNSS RNAV, will be authorized for use on Q routes.  Charting specifications will have to allow for new DME/DME/IRU RNAV MEAs as well as legend entries on the High and Low Enroute charts.   This RD does not apply to Q routes in the Gulf of Mexico.  

According to the concept briefed at the ACF, GNSS and DME/DME/IRU RNAV operations will be authorized along all Q routes at FL 180 and above, and GNSS and DME/DME/IRU RNAV MEAs will only be published on charts if they are above FL 180.

REQUIREMENT: 

Add to IACC 1, Chapter III, paragraph 2.d.(6)(e), a new paragraph 2 to read:

RNAV MEAs for GNSS RNAV aircraft will be depicted in blue type as 2000G.

(Renumber existing paragraph 2 and subsequent paragraphs accordingly.)

Add to IACC 1, Appendix 18a, the following legend material:

2000G (blue type)
MEA for GNSS RNAV aircraft.

Add to IACC 5, Chapter III, paragraph 3.c.(6)(d), a new paragraph 2 to read:

MEAs for GNSS RNAV aircraft, shown only when higher than 18,000’, will be depicted in blue type as MEA-00000G.  MEAs for DME/DME/IRU RNAV aircraft, shown only when higher than 18,000’, will be depicted in blue type as MEA-00000.  

(Renumber existing paragraph 2 and subsequent paragraphs accordingly.)

Add to IACC 5, Appendix 3, the following legend material:

RNAV Route (Not including Q routes in the Gulf of Mexico).  GNSS or DME/DME/IRU RNAV required, unless otherwise indicated.  Radar monitoring required.  DME/DME/IRU RNAV aircraft refer to Airport/Facility Directory for DME information.

Add to IACC 5, Appendix 3, the following legend material:

MEA-00000G (blue type)
MEA for GNSS RNAV aircraft.





Shown when other than 18,000’.

(RD 566 continued)

MEA-00000 (blue type)  
MEA for DME/DME/IRU RNAV aircraft.





Shown when other than 18,000’.

Q Route Data will be charted under the same specification criteria as the Jet Route Data only in blue type.  When required, the note “GNSS REQUIRED” will be placed in/adjacent to each Q route icon grouping, in blue type, using 7 point type.  Update specifications accordingly.  

COMMENTS:   This affects IACC Specifications 1 and 5.  

Modified
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